
67All items listed in our catalog are stock and available for immediate shipment. If you require
an item not in our catalog, please call for price and availability. Our inventory is extensive.

Order by Fax
1-321-727-7331

Email Sales Dept.
sales@ecasinc.com

Order Toll Free
1-800-330-3975 ····· ·····

MaterialHead Style Pin  Description
HI-LOK & COLLAR  QUICK REFERENCE GUIDE

HL10
HL11
HL18
HL19
HL20
HL21
HL22
HL23
HL30
HL40
HL41
HL48
HL50
HL51
HL62
HL63
HL64
HL65
HL110
HL111
HL218
HL219
HL220
HL221
HL325
HL326
HL327
HL328

HLT900
HLT912

HL70
HL75
HL77
HL79
HL82
HL84
HL86
HL87
HL90
HL93
HL94

HLT77

HL18
HL19
HL20
HL21
HL22
HL23
HL30
HL40
HL41
HL48
HL50
HL51
HL62
HL63

Stud
PROTRUDING SHEAR
1000  FLUSH SHEAR
PROTRUDING SHEAR
1000 FLUSH SHEAR
PROTRUDING TENSION
1000 FLUSH TENSION HEAD
PROTRUDING SHEAR HEAD
1000 FLUSH SHEAR HEAD
PROTRUDING SHEAR HEAD
PROTRUDING SHEAR HEAD
1000 FLUSH SHEAR HEAD
PROTRUDING TENSION HEAD
PROTRUDING SHEAR HEAD
1000 FLUSH SHEAR HEAD
PROTRUDING SHEAR HEAD
1000 FLUSH SHEAR HEAD
PROTRUDING TENSION HEAD
1000 FLUSH TENSION HEAD
PROTRUDING SHEAR HEAD
1000 FLUSH SHEAR HEAD
PROTRUDING SHEAR HEAD
1000 FLUSH SHEAR HEAD
PROTRUDING TENSION HEAD
1000 FLUSH TENSION HEAD
1000 FLUSH SHEAR HEAD
PROTRUDING TENSION HEAD
1000 FLUSH TENSION HEAD
PROTRUDING SHEAR HEAD
1000 FLUSH SHEAR SPECIALHEAD
PROTRUDING TENSION HEAD

6AL-4V
TITANIUM

ALLOY STEEL

7075-T6
ALUMINUM ALLOY

431 STAINLESS STEEL

A-286 HIGH TEMP ALLOY

ALLOY STEEL

6AL-4V
TITANIUM

ALLOY STEEL

STANDARD SHANK DIAMETER

1/16 GRIP VARIATION

3/32 GRIP VARIATION

1/64 OVERSIZE FOR HL18
1/64 OVERSIZE FOR HL19
1/64 OVERSIZE FOR HL20
1/64 OVERSIZE FOR HL21
1/64 OVERSIZE FOR HL10
1/64 OVERSIZE FOR HL11
1/32 OVERSIZE FOR HL18
1/32 OVERSIZE FOR HL19
1/32 OVERSIZE FOR HL20
1/32 OVERSIZE FOR HL21

LEAD IN RADIUS
INTERFERENCE APPLICATION

Part # Material Application Description
HI-LOK  COLLARS

SHEAR
TENSION
SHEAR
SHEAR
SHEAR
SHEAR
TENSION
TENSION
SHEAR
TENSION
SHEAR
SHEAR

STANDARD COLLAR FOR HL18 AND HL19
SELF ALIGNING COLLAR ASSEMBLY
FOR USE ON STANDARD SIZE ALUMINUM ALLOY PINS
FOR USE ON STANDARD AND 1/64 OVERSIZE HI-LOK PINS

SELF ALIGNING COLLAR ASSEMBLY
FOR USE ON 1/32 OVERSIZE HI-LOK PINS
FOR USE ON HL20 AND HL21
FOR USE ON 1/64 OVERSIZE HI-LOK PINS
FOR USE ON HL50 AND HL51
FOR USE ON 1/32 OVERSIZE HI-LOK PINS
FOR USE ON STANDARD AND 1/64 OVERSIZE HI-LOKS
FOR USE ON HL325 AND HL328

HL64
HL65
HL218
HL219
HL220
HL221
HL325
HL326
HL327
HL328
HL10VAZ
HL11VAZ
HL110VAZ
HL111VAZ

HL75, HL87
HL75, HL87
HL84
HL84
HL93
HL93
HLT77
HL386
HL386
HLT77
HL70, HL79, HL82, HL94
HL70, HL79, HL82, HL94
HL79, HL82, HL94
HL79, HL82, HL94

2024-T6 ALUMINUM ALLOY
303 STAINLESS STEEL
2024-T6 ALUMINUM ALLOY
2024-T6 ALUMINUM ALLOY
ALUM. COLLAR, STAINLESS STEEL WASHER
2024-T6 ALUMINUM ALLOY
303 STAINLESS STEEL
303 STAINLESS STEEL
2024-T6 ALUMINUM
303 STAINLESS STEEL
303 STAINLESS STEEL
2024-T6 ALUMINUM

RECOMMENDED COLLARS

HL70, HL79, HL82, HL94
HL70, HL79, HL82, HL94
HL75, HL86, HL87
HL75, HL86, HL87
HL77
HL77
HL70, HL79, HL82, HL94
HL70, HL79, HL82, HL94, HL97, HL297
HL70, HL79, HL82, HL94
HL75, HL78, HL86
HL83, HL90
HL83, HL90
HL79, HL82, HL94
HL79, HL82, HL94

6AL-4V
TITANIUM

STANDARD SHANK DIAMETER
1/16 GRIP VARIATION

Hi-Lok Pin Recommended Collars Hi-Lok Pin Recommended Collars




